
CSL-RD SERIES
SMOOTH OPERATORS 
STAINLESS STEEL CYLINDERS



No sharp edges or grooves

Avoids dust accumulation

Smooth surfaces, easy to clean

Food-grade grease

Runs smoothly for a long service life

FDA-approved sealant material 

Certified for use in the food industry

A polished product in a hygienic design
To make sure your applications run smoothly, we have completely 
reinvented our stainless steel cylinders. With their special 
electropolishing, the cylinders of the CSL-RD series feature minimal 
surface roughness – well below the values required by the EHEDG.

Designed to meet the highest requirements for corrosion 

resistance and hygiene

When the industry and the working environment place 

especially high requirements on the corrosion resistance and 

cleanliness of an automation solution, the stainless steel 

cylinders of the CSL-RD series are in their element. They are 

resistant to chemicals, prevent the accumulation of dirt, and are 

easy and fast to clean. This makes them the ideal actuator in 

many hygienically challenging applications in the food and 

beverage industries, in the chemical industry, and in general 

mechanical engineering.

Three variants, specific versions, and perfect details

With their individual equipment options and a comprehensive 

range of accessories, the three basic variants of the CSL-RD 

series can be tailored to the specific application, whatever the 

work environment.

CSL-RD ISO (ISO version): 

Featuring standardized connections and dimensions to 

ISO 6432, this variant can be flexibly used in many applications.

CSL-RD FRE (hygienic design): 

Its hygienic construction makes this variant perfect for 

applications in the food industry.

CSL-RD SRT (short version): 

With a base shortened by 37%, this version is ideal for 

especially tight installation spaces.

Stainless steel cylinder CSL-RD series

Variants CSL-RD ISO/FRE/SRT

Piston diameter 16 mm 20 mm 25 mm

Max. stroke 800 mm 1100 mm 1200 mm

Temperature range
-20 to +80°C (PUR seals)

-10 to +150°C (FKM seals)

Pressure range 1.5 to 10.0 bar

ATEX ✔ ✔ ✔

Food-grade grease ✔ ✔ ✔

Pneumatic cushioning* ✔ ✔ ✔

Elastic cushioning ✔ ✔ ✔

Preset cushioning ✔ ✔ ✔

* For short version upon request
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